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 All specifications are subject to change without notice. 

DIP 2.5G BASE-T SINGLE 
NETWORK TRANSFORMERS 

 

 

 

 

 

 

 

                                                                                                                                              

 

 

 

 

 

 

                                                              

 

 

 

 

Unit：mm  

Part 
Number 

L W H D E F G K a b b1 c1 c2 
Packaging 
(pcs/Tube) 

QT24A13 15.5±0.5 11.0±0.5 12.0Max. 0.4 1.0 5.33 8.89 3..0 0.8 1.0 2.0 5.33 8.89 32 

Dimensions without tolerance are typical. 

 

Part 
Number 

Turn Ratio 
(±3%) 

Insertion Loss 
(dB Max.) 

Return Loss  
(dB Min.) 

Cross Talk 
(dB Min.) 

CMRR 
(dB Min.) Hi-Pot 

(Vrms) 

Tx Rx 1-100MHz 100-200MHz 1-40MHz 40-200MHz 1-150MHz 1-150MHz 

QT24A13 1:1 1:1 -1.0 -2.0 -16 -16+10log10(f/40) -30 -30 1500 

 

 Meet IEEE 802.3 & ANSI X 3.263 Standards. 

 2.5G Base-T, Through Hole Type LAN Transformers. 

 Primary inductance 200uH Min. with 8mA DC Bias. 

 RoHS Compliant. 

 Operating temperature range: 0℃ to +70℃.  

Dimensions/Recommended Land Patterns 
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Electrical Characteristics(at 25℃) 
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Schematics 


